NOTES :

1. SERVICE SADDLES SHALL BE COATED IRON WITH STAINLESS STEEL BANDS AND HARDWARE OR APPROVED EQUAL.

2. ALL RESIDENTIAL SERVICE LINES UP TO AND INCLUDING 1.5" DIAMETER SHALL BE TYPE K COPPER. ALL SERVICE LINES GREATER THAN 1.5" MAY BE PVC OR PE AS APPROVED BY THE DEPARTMENT OF PUBLIC WORKS.

3. ALL SERVICE CONNECTIONS 1-1/2" AND UNDER SHALL HAVE A LOOP INSTALLED DIRECTLY OFF OF THE MAIN. THE HIGHEST POINT OF THIS LOOP SHALL BE INSULATED IF LESS THAN 6' OF COVER.

4. IF COVER OVER SERVICE IS BETWEEN 5'-6', PLACE 2" THICK INSULATION BOARD OVER PIPE. IF COVER IS BETWEEN 4'-5' THEN PLACE 4" THICK INSULATION BOARD OVER PIPE. IN NO CASE SHALL THERE BE LESS THAN 5' OF COVER IN PAVED AREAS OR 4' OF COVER IN GRASS AREAS.

5. ALL WORK SHALL CONFORM TO THESE SPECIFICATIONS AND PLANS UNLESS OTHERWISE SPECIFIED.

6. THE PIPE BEDDING FOR TYPE "K" COPPER PIPE SHALL BE THOROUGHLY COMPACTED SAND, 3/4" STONE BEDDING SHALL BE USED AS PIPE BEDDING FOR PVC OR PE PIPE.