NOTES:
1. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE TOWN PUBLIC WORKS REQUIREMENTS, THE VERMONT STATE STANDARD SPECIFICATIONS FOR CONSTRUCTION, AND THE APPROVED ENGINEERING PLANS AND SPECIFICATIONS.

2. SOIL BORINGS AND TEST PITS SHALL BE REQUIRED BY THE TOWN TO DETERMINE WHETHER THE STANDARD OR SPECIAL CROSS-SECTION SHALL BE USED.

3. THE STANDARD SECTION MAY BE USED WHEN THE SUBGRADE SOILS TO A DEPTH OF 36" BELOW FINISH GRADE ARE SOIL CLASSIFICATION A-1-a OR A-1-b.

4. REFER TO DETAIL 200.06 FOR SPECIFIC INFORMATION REGARDING DRAINAGE SWALE CONSTRUCTION. WHERE THE ROADWAY GRADE EXCEEDS 5.0%, DRAINAGE DITCHES SHALL BE STONE LINED.

5. THE ROAD FINISH GRADE SHALL HAVE A MINIMUM SLOPE OF 0.5%.

6. GUARD RAIL SHALL BE USED WHEN THE HEIGHT OF FILL AT THE SHOULDER POINT IS GREATER THAN 10 VERTICAL FEET.

7. SHALLOW DITCHES MAY BE INSTALLED WHEN A CLOSED DRAINAGE SYSTEM WITH UNDERDRAINS ARE USED.