NOTES:

1. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OF SEDIMENT INTO PUBLIC RIGHTS-OF-WAY. THIS MAY REQUIRE PERIODIC TOP DRESSING WITH ADDITIONAL STONE AS CONDITIONS DEMAND AND REPAIR AND/OR CLEANOUT OF ANY MEASURES USED TO TRAP SEDIMENT. ALL SEDIMENT TRACKED, SPILLED, OR WASHED INTO PUBLIC RIGHTS-OF-WAY SHALL BE REMOVED IMMEDIATELY BY THE CONTRACTOR.

2. THE USE OF CALCIUM CHLORIDE OR WATER MAY BE NECESSARY TO CONTROL DUST. PROVIDE APPROPRIATE TRANSITION BETWEEN STABILIZED CONSTRUCTION ENTRANCE AND PUBLIC RIGHT-OF-WAY.

3. A TEMPORARY CROSS CULVERT SHALL BE INSTALLED AS REQUIRED, OR AS DIRECTED BY THE TOWN, IF THE ENTRANCE SPANS AN EXISTING SWALE/DITCH. THE TEMPORARY CULVERT SHALL ONLY BE REMOVED WHEN THE PERMANENT CULVERT HAS BEEN INSTALLED.